TMSHAW30Oct2001

ADMEM Mods for Oct 2001  

The PLUG

ADMEM Download File – 30OCT2001_PLUG.EXO

1)  Digital Pipeline readout is no longer possible VME addresses 0xXX4X XXXX.

All other tests should work as previously – including trigger sum algorithm.

The CENTRAL

ADMEM DOWNLOAD FILE - 30OCT2001_CAL.EXO
1)  Digital Pipeline readout is no longer possible VME addresses 0xXX4X XXXX.

2)  Trigger Sum algorithm is altered to include  “Spike Killer”.  The Spike Killer is enabled by setting the MSB of the pedestal register.

New Trigger Sum Test:

Write 0x0000 0000 to all five pedestal registers.

When loading Digital Café cards with sequential data, we should to see a trigger sum pattern of
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Now, Write 0x8000 0000 to all five pedestal registers.

When loading Digital Café cards with sequential data, we should to see a trigger sum pattern of
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Also we need to do a new test

Load Digital Café cards as follows:

Café 0
-  sequential

Café 1
-  all 0x0000

Café 2
-  sequential

Café 3
-  all 0x0001

Café 4
-  sequential

Café 5
-  all 0x0002

Café 6
-  sequential

Café 7
-  all 0x0003

Café 8
-  sequential

Café 9
-  all 0x0004

Café 10
-  sequential

Café 11
-  all 0x0005

Café 12
-  sequential

Café 13
-  all 0x0006

Café 14
-  sequential

Café 15
-  all 0x0007

Café 16
-  sequential

Café 17
-  all 0x0000

Café 18
-  sequential

Café 19
-  all 0x0001

Also, Write 0x8000 0000 to all five pedestal registers.

All trigger Sums should be 0x0000

