
DAQ Connections

Types Description Specifications Safety Issues Mfg.
1 Direct Connection Backplane --- ---

1A Backplane J3 J3 special design for SVX No power distribution on this board ESE  See Note 2
1B Backplane J1/J2 Standard J1/J2 VME64 Backplane Manufacturer certified. Trenew/Ritall

2 Cable connection Copper cable --- ---
2A Port Card Control Cable Flat ribbon 0.025" pitch CDF Cable Review - Apr 15 99 3M
2B VRB Command and Status Flat ribbon 0.050" pitch CDF Cable Review - Apr 15 99 3M and others
2C Ethernet various CDF INI Various
2D Subrack Power cables CDF (URL in note1) CDF INI
2E FIB Command and Status CAT5 plenum cable CDF Cable Review - Apr 15 99 AMP  #57255

3 Cable connection Fiber Optic Cable --- ---

3A DOIM ribbon
Multi-mode 50 micron multi fiber 
plenum rated jacket

CDF Cable Review - Apr 15 99 Alcoa Fujikura

3B Glink
Multi-mode 50 micron single fiber 
plenum rated jacket

CDF Cable Review - Apr 15 99 Morse Cable

Note 1: http://www-cdf.fnal.gov/upgrades/electronics-infrastructure/power_supply.html

Note 2 : J3 backplane specifications are at :
   http://www-ese.fnal.gov/eseproj/svx/j3_bkpln/J3BKPLN_FIB_REVC.pdf
   http://www-ese.fnal.gov/eseproj/svx/j3_bkpln/J3BKPLN_VRB_REVB.pdf


